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Copy by OBD
Program Sensor

1 Copy by OBD
2 Auto Create 1-16 Sensors

1 A Please connect OBD and tum ignition on.

[N ]=Cancel [Y ]=Continue

* Select Copy hy OBD. e Connect tool to vehicle via OBD Il cable, tum ignition on.
* Press Y to continue.

- =) = Programming Sensor
Ceny By @ LS D CE020304
1 FL Sensor ID CE020304(Hex)
PSN $1307L1168001013
2 FR Sensor ID CE121314(Hex)
) 3 RRSensor ID CE222324(Hex) 4 Pressure 0-0KPa
4 RL Sensor ID CE323334(Hex) Temperature 21.0 (C)
5 SP Sensor ID CE424344(Hex) V ltage OK
Frequency 433MHz
Press any key to continue
* Place one MX-Sensor near the top of the tool. - Sensor programmed.
* Select tire location and ID to be copied and press Y to - MX-sensor ID is copied from the sensor 1D stored in
program the new MX-Sensor. ECU.

° QuickStart Guide: MX-Sensor Programming
AUTEL TSEU BWF ‘ Advance Mode: AutoCreate 1-16 Sensors

Programming Sensor

Program Sensor
1 Copy by OBD
2 Auto Create 1-16 Sensors

Keep Programming sensor within 4 inches.
Keep other sensors atleast 4 feet away.

start checking...
[N ]=Cancel
© Select Auto Create 1-16 Sensors. - The toot will automatically detect the sensors near
 Place 1-16 MX-Sensor(s) close to the top of the tool. the tool.

Auto Create
| |
78BBDA4B  S1307L1168001023
78003843 | S1307L1168001053

Auto Create

3 3 sensors detected.
Do you want to Continue?

78001013 | S1307L1168001013

[N ]=Cancel [Y ]=Continue

® Press Y to program. - Sensor programmed.
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Relearn Procedure Buick Park Avenue 01/1997-12/2005

Relearn Procedure:

1. Turn ignition to ACC position.

2. Press and hold unlock and lock buttons

on the keyless entry transmitter until horn 2

sounds and LF tire signal is illuminated. O

using the DIC, press and release INFO

Press [ 2] to trigger FL Sensor

 Select Position Relearn. e Activate all sensors mounted on the vehicle.
* Read the Relearn Procedure and press Y to continue. ¢ Follow the Relearn Procedure to perform Relearn.
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Relearn Procedure
Buick Park Avenue 01/1997-12/2005 3/4

TPMS Diagnose
Program Sensor

Relearn Procedure:

Reset the system after each adjustment of

the tire inflation pressure and after evel
Position Relearn P v

tire or wheel change. Parking the car for

Information

more than 20 minutes.
On the Control Display and on the vehicle:

© Select Position Releam. o Follow the Relearn Procedure to perform Relearn.
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Relearn Procedure

Installation:
1. Properly install tire pressure sensors.
2. Ensure all tires are inflated to the

pressure listed on the tire placard. (located
in the door jam of your vehicle)

Automatic Relearn Procedure:

1. Let vehicle sit for 20 minutes. Drive

* Read the Relearn Procedure carefully.

OBD Relearn

Please connect OBD and turn ignition on.

[Y ]=Continue

[ N ]=Cancel

* Connect the tool to vehicle via OBDII cable and turn
ignition on.
* Press Y to continue.

QuickStart Guide: Position Relearn

0BD Relearn

Audi A8 11/2009-12/2016

KPa 25 25
v v
25 25
v v
25V
ID: CE020304 Temp: 26.0 °C

e Activate all sensors mounted on the vehicle.

OBD Relearn

OBD Relearn Successful.

- OBD Relearn will process automatically.
- OBD Relearn Successful.



